Technique for cable laying and overhead line construction

- Energy cable laying up to 680 kV
- Fibre optic, mini and micro cables
- Cable winding and length measuring
- Overhead line construction up to 110 kV
- Seminars and product instructions

Hydraulic power packs mobile

Hydraulic power pack for cable drum drive, with petrol- diesel engine, or electric motor, equipped with rapid hose couplings.

- Petrol power pack, oil pressure 160 bar, tank 10 Litre, oil flow 12 l/min.
- With diesel engine oil pressure 160 bar, tank 13 Litre, oil flow 12 l/min.
- With electric motor oil pressure 210 bar, tank 13 Litre, oil flow 14 l/min.
- The hydraulic power pack must not be mounted on drawing bar of the trailer, the hitch load would be too high.
- For controlling the speed please order the following hose set.

<table>
<thead>
<tr>
<th>Code</th>
<th>Type</th>
<th>Suitable for</th>
<th>Motor kW</th>
<th>L/W/H mm</th>
<th>kg</th>
</tr>
</thead>
<tbody>
<tr>
<td>351330</td>
<td>THF 203B</td>
<td>drum drives</td>
<td>Petrol 9,6</td>
<td>854/457/507</td>
<td>74,00</td>
</tr>
<tr>
<td>351332</td>
<td>THF 203D</td>
<td>drum drives</td>
<td>diesel 6,8 kW</td>
<td>854/457/507</td>
<td>95,00</td>
</tr>
<tr>
<td>425351</td>
<td>HE 210</td>
<td>drum drives</td>
<td>Electro 4,0</td>
<td>733/405/433</td>
<td>67,00</td>
</tr>
</tbody>
</table>